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Statens Luftfartsveesen

by
Civil Aviation Administration SLV

LUFTDYGTIGHEDSDIREKTIV

STATENS LUFTFARTSVZASEN, Kontorchefen for Luftfartgjscertificering (TL)
(TL), Luftfartshuset, Box 744, Ellebjergvej 50, Kgbenhavn SV. TRELLEBORG HYDRO K

TEL 36 18 60 00, FAX 36 18 60 01, E-post: dcaa@slv.dk

Hjemmeside: http://www.slv.dk

(ALMENT)
2010-001-001

De i dette Luftdygtighedsdirektiv (LDD) kreevede inspektioner eller modifikationer er, jf. Bestemmelser for Civil Luftfart, BL 1-1, BL
1-5, BL 2-2, BL 9-5, BL 9-6, BL 9-12, en betingelse for, at det bergrte materiel fortsat kan betragtes som sikker for flyvning efter de
i dette LDD angivne terminer.

MODEL TRELLEBORG HYDRO K SLANGER. INSPEKTION/UDSKIFTNING: "TO PREVENT SIGNIFICANT

FLUID LEAKAGE”.

Bergrer:

Termin:

Aktion:

Dokument:

Ikrafttreedelsesdato:

Ref. MPD-Note:

Bilag:

Som angivet under "Applicability” i nedenfor refererede MPD-Note, med den tilfgjelse,
at MPD-Noten ogsa bergrer alle danske Bilag ll-luftfartgjer, for hvilke der ikke er
udstedt et standard luftdygtighedsbeuvis.

Anmaerkning: Jfr. Europa-Parlamentets og Radets forordning (EF) nr. 216/2008
omfatter Bilag Il luftfartgjer bl.a. ultralette fly, motoriserede drager/skeerme, gyrokoptere,
hjemmebyggede luftfartgjer m.fl.

Som kraevet under "Compliance” i nedenfor refererede MPD-Note, med mindre allerede
udfart.

Som kraevet under " Compliance” i nedenfor refererede MPD-Note.
MPD-Noten er bilag til og dermed en del af dette LDD.

En alternativ metode til opfyldelse af kravene i dette LDD eller en justering af terminen i
dette LDD kan efter ansggning fra ejer/operatgr godkendes af Kontorchefen for
Luftfartgjscertificering i Statens Luftfartsveesen. Godkendelsen vil vaere betinget af, at
en aekvivalent sikkerhed kan pavises.

Flyvetilladelse for faergeflyvning til en base, hvor kravene i dette LDD kan opfyldes, vil
ikke blive udstedt.

Som angivet i nedenfor refererede MPD-Note.

Dette LDD treeder i kraft 14-FEB-2010
UK CAA MPD 2010-001 MS

UK CAA MPD 2010-001
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United Kingdom MPD No: 2010-001
Civil Aviation Authority

Civil Aviation Issue Date: 9 February 2010
Authority

MANDATORY PERMIT DIRECTIVE

In accordance with Article 22{1) of the Air Mavigation Order 2008 as amended the following acfion required by this Mandaiony
=emit Directive (MPD) is mandatony for applicable aircraft registered in the United Kingdom operating on a UK CAA Permit do
Fly.

MPD: 2010-001 TRELLEBORG HYDRO K HOSES

Subject: Inspection / Replacement of cracked hoses.

Applicability: All UK registered aircraft operating on a CA4 Permit to Fly fitted with Trelleborg Hydro K
hoses.

Reason: Trelleborg Hydro K hose iz used on a number of microlight, gyroplane and amateur built
aircraft operating on a UK Permit to Fly.  This hoge type is used for both fuel and il delivery
on Rotax engine installations. Thiz hoze type may have also besn used by aircraft
manufacturers for other enging installations and or aircrafi systems.

The CAA has been made aware of a number of cccurrences of cracking of this hoae type,
which has occurred within G months from new. In 2ome instances, the hose has cracked
through to the inner cors resulting in significant fluid leakage, which could result in fuel or il
exhaustion, or an aircraft firs.




12-02-2010

BILAG TIL LDD2010-001-001 LDD side 3 af 3

Compliance:

a) Within 28 days of the effective date of thizs MPD, visually ingpect all Trelleborg Hydro K
flexible hoses for signs of cracking. If any cracks ars found, before further fiight, replace
the affected hose{s) with new parts or an altemative approved hose.

Iz} If no cracks are found under a) inspect the hoses for cracks at intervals of 30 fight hours or
every month, whichever is the shorer. If cracks are found during any of these inspections,
the hoses are to be replaced with new pariz or an altemative approved hose.

Mote:

1. For Rotorzport UK Ltd. MTO2 and MTO Sport gyroplanes, Service Bulletin numiber 012,
Modification MC112 infroduces an alternaltive hose type. Further details of thiz
modification can be obiained from:

Flotorsport LIK Lid.
Poplar Farm
Prolley Moor
Wentnor

Bishops Castle
SY9 5B

Telephone and fax number: 01588 650769
Email: rotorspor_uki@vahoo oo uk

ra

For other aircraft types, please contact the type approval holder, the BMAA or LAA as
appropriate for detailz of approved modifications.

Ensure compliance with this MPD is recorded in the aircraft loghook.

Eiffective Date:

14 February 2010

1. This MPD was

2. Enquiries rega

Safety Regulation Groug, Aviation House, Gatwick Alrport South, West Sussex, RHE OYR, United Kingdom.
Tel: +44 (01253 573126 Fax: +44 (011293 573575 Email: department.cerification@caa. co.uk

published on 11 December 2009 as PMPD 09-07 for consultation until 10 January 2010.

rding thiz MFD should be refemed fo Aircraft Cerification Department, Civil Aviation Authority,




